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(57) ABSTRACT

There are provided a cowl panel provided above a dash
panel partitioning an engine room from a vehicle compart-
ment and extending in a vehicle width direction, a suspen-
sion tower protruding toward an inside of the engine room
and supporting a front suspension, and a connecting bracket
connecting the suspension tower and the cowl panel and
configured to slant rearward and upward, wherein the con-
necting bracket comprises a front-end flange portion and a
rear-end flange portion, the front-end flange portion is joined
to a slant portion formed at a rear portion of a top of the
suspension tower which is configured to slant rearward and
downward, and the rear-end flange portion is configured to
rise upward via a bending portion and joined to a vertical
wall portion of the cowl panel.

6 Claims, 3 Drawing Sheets
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FRONT VEHICLE-BODY STRUCTURE OF
VEHICLE

BACKGROUND OF THE INVENTION

The present invention relates to a front vehicle-body
structure of a vehicle, and in particular, relates to the front
vehicle-body structure of the vehicle which comprises a
connecting bracket connecting a cowl panel and a suspen-
sion tower.

Conventionally, a front vehicle-body structure of a
vehicle comprising a cowl panel provided above a dash
panel which partitions an engine room from a vehicle
compartment and extends in a vehicle width direction and a
suspension tower protruding toward an inside of the engine
room and supporting a front suspension is known. Herein,
there is a problem in that since a top of the suspension tower
supports a damper device of a front suspension, an inclina-
tion angle of the suspension tower may be changed by a load
which is generated in a vertical direction (i.e., a vertical
load) during a vehicle traveling and this change of the
suspension tower’s inclination angle may have an influence
on the maneuverability and stability of the vehicle. Accord-
ingly, technologies to improve the rigidity of preventing the
suspension tower from falling down have been proposed.

Japanese Patent Laid-Open Publication No. H8-164874
discloses a front vehicle-body structure of a vehicle in which
a brace (connecting bracket) is joined to a side edge portion
of an upper wall of a wheel apron in a range from an upper
face of a top of a suspension tower to an upper face of a top
plate of a cowl box. According to this structure, the bending
rigidity and the torsional rigidity of the wheel apron can be
ensured, improving the rigidity against the suspension tow-
er’s falling down.

A gutter-shaped open cowl structure in which an opening
portion which opens upward is formed by a cowl panel
which supports a lower end portion of a windshield and a
cowl member which is continuous to a front end portion of
the cowl panel is known as one embodiment of a cowl
structure. This open cowl structure has been recently applied
to many vehicles because surroundings of the cowl panel
can be used as an air box to guide conditioning air for a
vehicle compartment.

The above-described front vehicle-body structure of the
vehicle of the patent document can disperse a load which is
inputted to the suspension tower from a vehicle wheel to the
cowl box, thereby improving the support rigidity of the
suspension tower relative to the vehicle body, so that the
rigidity against the suspension tower’s falling down can be
ensured. However, there is a concern that while this front
vehicle-body structure can restrain a longitudinal displace-
ment of the top of the suspension tower, a vertical displace-
ment of the top of the suspension tower may not be
restrained sufficiently by this front vehicle-body structure as
specifically described below.

First, since the upper face of the top of the suspension
tower is pressed down by the connecting bracket joined to
the upper face of the top plate of the cowl box and the upper
wall of the wheel apron in this front vehicle-body structure,
only a joint force of the brace to the top plate of the cowl box
contributes to restraint of the vertical displacement of the top
of the suspension tower, so that the rigidity of both the brace
and the cowl member may not be utilized sufficiently for this
vertical-displacement restraint. Secondly, since a joint por-
tion to join the connecting bracket to the cowl panel needs
to be provided newly in a case in which the open cowl
structure is applied, there is a concern that the support
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2

rigidity of the joint portion for the cow panel may become
insufficient. Thus, it has been required to restrain the vertical
displacement of the top of the suspension tower.

SUMMARY OF THE INVENTION

Accordingly, an object of the present invention is to
provide a front vehicle-body structure of a vehicle which can
properly restrain the vertical displacement of the top of the
suspension tower, thereby improving the vehicle-body rigid-
ity.

The present invention is a front vehicle-body structure of
a vehicle comprising a cowl panel provided above a dash
panel partitioning an engine room from a vehicle compart-
ment and extending in a vehicle width direction, a suspen-
sion tower protruding toward an inside of the engine room
and supporting a front suspension, and a connecting bracket
connecting the suspension tower and the cowl panel and
configured to slant rearward and upward, wherein the con-
necting bracket comprises a front-end flange portion and a
rear-end flange portion, the front-end flange portion is joined
to a slant portion formed at a rear portion of a top of the
suspension tower which is configured to slant rearward and
downward, and the rear-end flange portion is configured to
rise upward via a bending portion and joined to a vertical
wall portion of the cowl panel.

According to the present front vehicle-body structure of
the vehicle, since the connecting bracket connects, in a
rearward-upward slant shape, between the slant portion of
the top of the suspension tower and the vertical wall portion
of the cowl panel, the vertical load acting on the top of the
suspension tower is supported at the cowl panel as a com-
pressive force for the connecting bracket regardless of the
cowl structure, so that the vertical displacement of the top of
the suspension tower can be restrained properly.

In an embodiment of the present invention, the cowl panel
comprises a body portion which has a roughly S-shaped
vertical-cross section of a central portion, in the vehicle
width direction, thereof and an end-side portion which has
a roughly crank-shaped vertical-cross section of an end-side
portion, in the vehicle width direction, thereof which is
located on an outward side of the central portion of the cowl
panel, the vertical-cross section being a cross section of the
cowl panel which is created on a vertical face perpendicular
to the vehicle width direction, and the vertical wall portion
is formed at the end-side portion.

According to this embodiment, a space for arranging the
vertical wall portion where the rear-end flange portion is
joined and an auxiliary instrument therein can be provided
easily.

In another embodiment of the present invention, the
rear-end flange portion of the connecting bracket is joined to
the vertical wall portion of the cowl panel at plural joint
portions which are arranged next to each other in the vehicle
width direction at the same level, and one or more protrusion
portions are provided at the rear-end flange portion such that
the protrusion portion is located between adjacent joint
portions and protrudes upward from the bending portion.

According to this embodiment, the torsional rigidity of
the rear-end flange portion about a longitudinal axis can be
increased, thereby improving the vehicle-body rigidity fur-
ther.

In another embodiment of the present invention, the
connecting bracket further comprises an end-side flange
portion which is joined, by spot welding, to a top wall
portion of a wheel apron provided at a side end portion of the
engine room and extending in a vehicle longitudinal direc-
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tion at plural joint portions which are arranged next to each
other in the vehicle longitudinal direction.

According to this embodiment, since the connecting
bracket is joined, at the plural joint portions, to a face (i.e.,
the top wall portion of the wheel apron) which is different
from the vertical wall portion of the cowl panel in the
direction, in addition to the joining to the vertical wall
portion of the cowl panel at the plural joint portions, the
displacement of the top of the suspension tower can be
restrained further.

Other features, aspects, and advantages of the present
invention will become apparent from the following descrip-
tion which refers to the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of a front vehicle body of a
vehicle according to an embodiment of the present inven-
tion.

FIG. 2 is a major-part enlarged view of FIG. 1.

FIG. 3 is a perspective view of surroundings of a rear-end
flange portion of a connecting bracket.

FIG. 4 is a perspective view of the connecting bracket.

FIG. 5 is a sectional view taken along line V-V of FIG. 1.

FIG. 6 is a sectional view taken along line VI-VI of FIG.
1.

DETAILED DESCRIPTION OF THE
INVENTION

Hereafter, an embodiment of the present invention will be
described specifically referring to the drawings. The follow-
ing description exemplifies the present invention which is
applied to a vehicle, but the present invention should not be
limited to this.

Hereafter, the embodiment of the present invention will
be described referring to FIGS. 1-6. As shown in FIGS. 1
and 2, a vehicle V comprises a dash panel 1 which partitions
an engine room E from a vehicle compartment, a cowl panel
2 which is provided above the dash panel 1 and extends in
a vehicle width direction, a pair of right-and-left suspension
towers 3 which are provided to protrude toward the inside of
the engine room E, and a pair of right-and-left connecting
brackets 4 which connect the pair of suspension towers 3 and
the cowl panel 2, respectively. Herein, an arrow F shows a
forward direction, and an arrow L shows a leftward direc-
tion.

The dash panel 1 comprises a vertical wall portion 1a
which extends vertically at a front end portion of the vehicle
compartment, a slant portion 15 which extends rearward
from a lower end edge of the vertical wall portion 1a in a
slant shape such that it slants rearward and downward, and
a dash cross member 5 which has a closed cross section
extending in the vehicle width direction which is formed by
the dash cross member 5 and the vertical wall portion 1a.
Respective rear end portions of a pair of right-and-left front
side frames (not illustrated) are joined to a front face of a
lower-end side portion of the vertical wall portion 1a at a
pair of right-and-left joint portions.

A pair of right-and-left wheel aprons 6 extending in a
vehicle longitudinal direction are provided at right-and-left
both end portions of the engine room E to form right-
and-left both side walls of the engine room E. The pair of
wheel aprons 6 support the pair of right-and-left suspension
towers 3, respectively, together with the pair of right-and-
left front side frames arranged at a lower level.
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Next, the cowl panel 2 will be described. As shown in
FIGS. 1, 2, 5 and 6, the cowl panel 2 comprises a cowl
member 7 which extends forward from a front end portion
of'the cowl panel 2 and a cowl front 8. The cowl panel 2, the
cowl member 7, and the cowl front 8 form an open cowl
structure in which an opening portion opens upward in a side
view (when viewed from the side).

The cowl panel 2 comprises a body portion 2a which has
a roughly S-shaped vertical-cross section of a central por-
tion, in the vehicle width direction, thereof and a pair of
right-and-left end-side portions 25 which have a roughly
crank-shaped vertical-cross section of both end-side por-
tions, in the vehicle width direction, thereof which are
located on an outward side of the central portion of the cowl
panel 2, respectively. Herein, the above-described vertical-
cross section is a cross section of the cowl panel 2 which is
created on a vertical face perpendicular to the vehicle width
direction. A projection portion 2¢ which projects forward is
formed at an upper-half portion of the body portion 2a. This
projection portion 2¢ is configured such that its forward-
projection amount decreases gradually toward an outward
side in the vehicle width direction, and a pair of vertical wall
portions 2d are formed at the above-described pair of
end-side portions 25 of the cowl panel 2.

The cowl member 7 forms, together with the cowl panel
2, a concaved gutter shape which extends in the vehicle
width direction. This cowl member 7 forms a bottom wall
portion and a front wall portion of the gutter shape, and is
configured such that a longitudinal width of its central
portion in the vehicle width direction is greater than that of
its end-side portion in the vehicle width direction. A support
portion 9 for a wiper device is provided at the central
portion, in the vehicle width direction, of the cowl member
7. The cowl front 8 extends in the vehicle width direction
and reinforces a lower-side front end portion of the cowl
member 7. This cowl front 8 is configured such that its
central portion in the vehicle width direction has a roughly
crank-shaped vertical-cross section. Herein, the vertical-
cross section is a cross section of the cowl front 8 which is
created on a vertical face perpendicular to the vehicle width
direction. Further, the cowl front 8 is joined to the pair of
right-and-left suspension towers 3 at its both end portions in
the vehicle width direction.

Next, the pair of right-and-left suspension towers 3 will be
described. Herein, since the pair of right-and-left suspension
towers 3 are symmetrical, the structure of the left-side
suspension tower 3 will be described mainly. As shown in
FIGS. 1, 2 and 6, the suspension tower 3 is configured to
protrude from the wheel apron 6 toward the inside of the
engine room E. The suspension tower 3 comprises a hollow
cylindrical portion 3a which has a central axis extending
rearward and upward and a cup-shaped top portion 35 which
covers an upper end portion of the cylindrical portion 3a.

Upper portions of a damper device 10 (a damper, a spring
and others) and the like of a front suspension mechanism
(not illustrated) are stored in the suspension tower 3. A
spring sheet joined to an upper end portion of the damper
device 10 is fixedly fastened to the top 35 via a mount rubber
by a fastening member. The top 35 of the suspension tower
3 has a slant portion 3s at its rear portion. As shown in FIG.
6, the slant portion 3s forms a slant face which slants
rearward and downward. The slant face 3s is located at the
level between the bottom wall portion of the cowl member
7 and the upper end portion of the vertical wall portion 2d.

Next, the pair of right-and-left connecting brackets 4 will
be described. Herein, since the pair of right-and-left con-
necting brackets 4 are symmetrical, the structure of the
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left-side connecting bracket 4 will be described mainly. The
connecting bracket 4 is made of a metal plate having a
longitudinal-long rectangular shape through pressing. As
shown in FIG. 4, the connecting bracket 4 comprises a body
portion 4a, a front-end flange portion 45 which is configured
to rise, slanting forward and upward, via a curve-shaped
front-end bending portion L1 of the body portion 4a, a
rear-end flange portion 4¢ which is configured to rise via a
straight-shaped rear-end bending portion L2 of the body
portion 4a, and an end-side flange portion 44 which is
configured to extend outward in the vehicle width direction
from the body portion 4a.

The body portion 4a is arranged between the cowl panel
2 and the suspension tower 3 in a slant shape such that it
slants rearward and upward. Accordingly, when a vertical
load acts on the top 34 of the suspension tower 3, this
vertical load is transmitted to the body portion 4a (the
connecting bracket 4) as a compressive load. The compres-
sive load transmitted to the body portion 4a is dispersed to
the cowl panel 2. That is, the longitudinal displacement of
the top 36 of the suspension tower 3 is restrained by the
rigidity of the body portion 4a supported at the cowl panel
2 in a state before its buckling.

As shown in FIG. 4, the body portion 4a includes a
through hole for working 4e which is formed at its central
portion, an attachment portion 4f for fixing of a wiper
attaching member 12, and a flat-shaped assembling standard
portion 4g which functions as standards of assembling. The
attachment portion 4f is formed in a pole shape which
protrudes upward in back of the hole for working 4e. The
assembling standard portion 4g is formed in front of the hole
for working 4e.

As shown in FIG. 6, the front-end flange portion 45 is
joined to the slant portion 3s at plural joint portions (not
illustrated) by spot welding. The rear-end flange portion 4¢
is joined, by spot welding, to the vertical wall portion 2d at
plural joint portions b1 which are arranged next to each other
in the vehicle width direction at the same level. As shown in
FIGS. 3 and 4, plural protrusion portions 4/ are provided at
the rear-end bending portion L2 such that the protrusion
portions 4/ are located between the adjacent joint portions
b1 and protrude upward from the rear-end bending portion
L2. Thereby, the torsional rigidity about a longitudinal axis
of the rear-end flange portion 4¢ can be increased.

As shown in FIGS. 1-3, the end-side flange portion 44 is
joined, by spot welding, to a top wall portion of the wheel
apron 6 at plural (five, for example) joint portions b2 which
are arranged next to each other in the vehicle longitudinal
direction. Accordingly, the connecting bracket 4 connects
the cowl panel 2 and the suspension tower 3 in such a
manner that it slants rearward and upward when viewed
from the side.

Next, a wiper device 20 will be described. As shown in
FIGS. 1 and 2, the wiper device 20 is provided at a left-side
portion of the cowl structure which is formed by the cowl
panel 2, the cowl member 7, and the cowl front 8. The wiper
device 20 comprises a base member 21 which is fixed to the
cowl member 7, a drive motor 22 which is attached to the
base member 21, a connecting rod 23, one end of which is
moved by the drive motor 22 so as to move in a circular
locus, and a parallelogram link 24 which is coupled to the
other end of the connecting rod 23, and a pair of wiper blade
(not illustrated) which are respectively fixed to two pivot
shafts 25, 26 provided at the parallelogram link 24.

The inward-side pivot shaft 25 is supported at the support
portion 9 which is fixed to the cowl member 7 via a wiper
attaching member 11. The outward-side pivot shaft 26 is
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supported, via a wiper attaching member 12, at the attach-
ment portion 4f which is provided at the connecting bracket
4 at a position near the rear-end flange portion 4¢. Thus, the
connecting bracket 4 has a support function of the wiper
device 20.

Next, the operation and effects of the above-described
front vehicle-body structure of the vehicle V will be
described. According to the present front vehicle-body struc-
ture of the vehicle V, since the connecting bracket 4 con-
nects, in the rearward-upward slant shape, between the slant
portion 3s of the top 35 of the suspension tower 3 and the
vertical wall portion 24 of the cowl panel 2, the vertical load
acting on the top 35 of the suspension tower 3 is supported
at the cowl panel 2 as a compressive force for the connecting
bracket 4 regardless of the cowl structure, so that the vertical
displacement of the top 35 of the suspension tower 3 can be
restrained properly.

The cowl panel 2 comprises the body portion 2a¢ which
has the roughly S-shaped vertical-cross section of the central
portion, in the vehicle width direction, thereof and the
end-side portion 25 which has the roughly crank-shaped
vertical-cross section of the end-side portion, in the vehicle
width direction, thereof which is located on the outward side
of the central portion of the cowl panel 2, and the vertical
wall portion 2d is formed at the end-side portion 25.

According to this structure, a space for arranging the
vertical wall portion 24 where the rear-end flange portion 4¢
is joined and the wiper device 20 therein can be formed
easily.

Since the rear-end flange portion 4c¢ is joined to the
vertical wall portion 24 at the plural joint portions bl which
are arranged next to each other in the vehicle width direction
at the same level, and one or more protrusion portions 4/ are
provided at the rear-end flange portion 4c¢ such that the
protrusion portions 4/ are located between the adjacent joint
portions b1 and protrude upward from the rear-end bending
portion [.2, the torsional rigidity of the rear-end flange
portion 4c¢ about its longitudinal axis can be increased,
thereby improving the vehicle-body rigidity further.

Since the end-side flange portion 44 is joined, by spot
welding, to the top wall portion of the wheel apron 6
provided at the side end portion of the engine room E and
extending in the vehicle longitudinal direction at the plural
joint portions b2 which are arranged next to each other in the
vehicle longitudinal direction, the connecting bracket 4 is
joined, at the plural joint portions, to a face (the top wall
portion of the wheel apron) which is different from the
vertical wall portion 24 in the direction, in addition to the
joining to the vertical wall portion 2d at the plural joint
portions, the displacement of the top 35 of the suspension
tower 3 can be restrained further.

Next, modifications of the above-described embodiment
will be described.

1) While the above-described embodiment describes the
example in which the present invention is applied to the
open cowl structure having the opening portion which opens
upward in the side view, the present invention is applicable
to a closed-type cowl structure having a closed cross section.
In this case, since the connecting bracket is joined to the
vertical wall portion of the cowl panel, an opening portion
is formed at the cowl member.

2) While the above-described embodiment describes the
example in which the rear-end flange portion is joined at
three points and two protrusion portions are provided, a
single protrusion portion may be provided only at one of two
pairs of adjacent joint portions as long as the projection
portion is located between the adjacent portions. Further, in
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a case in which four joint portions are provided, three
protrusion portions may be provided and also more than
three protrusion portions may be provided so as to corre-
spond to the number of the joint portions.

3) While the above-described embodiment describes the
example in which the connecting bracket is joined to the top
of the suspension tower, the vertical wall portion of the cowl
panel, and the top wall portion of the wheel apron, the
end-side flange portion may be omitted as long as at least the
connecting bracket is joined to the top of the suspension
tower and the vertical wall of the cowl panel. This can also
provide the same effects as the above-described embodi-
ment.

4) While the above-described embodiment describes the
example in which the wiper device is provided at the
left-side portion of the cowl structure, the wiper device may
be provided at a right-side portion of the cowl structure.
Further, any auxiliary instrument other than the wiper device
may be arranged by using the cowl structure.

5) The present invention should not be limited to the
above-described embodiment, and any other modifications
or improvements may be applied within the scope of a spirit
of the present invention.

What is claimed is:

1. A front vehicle-body structure of a vehicle, comprising:

a cowl panel provided above a dash panel partitioning an
engine room from a vehicle compartment and extend-
ing in a vehicle width direction;

a suspension tower protruding toward an inside of the
engine room and supporting a front suspension; and

a connecting bracket connecting the suspension tower and
the cowl panel and configured to slant rearward and
upward,

wherein said connecting bracket comprises a front-end
flange portion and a rear-end flange portion, said front-
end flange portion is joined to a slant portion formed at
a rear portion of a top of said suspension tower which
is configured to slant rearward and downward, and said
rear-end flange portion is configured to rise upward via
a bending portion and joined to a vertical wall portion
of the cowl panel.

2. The front vehicle-body structure of a vehicle of claim

1, wherein said cowl panel comprises a body portion which
has a roughly S-shaped vertical-cross section of a central
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portion, in the vehicle width direction, thereof and an
end-side portion which has a roughly crank-shaped vertical-
cross section of an end-side portion, in the vehicle width
direction, thereof which is located on an outward side of the
central portion of the cowl panel, said vertical-cross section
being a cross section of the cowl panel which is created on
a vertical face perpendicular to the vehicle width direction,
and said vertical wall portion is formed at said end-side
portion.

3. The front vehicle-body structure of a vehicle of claim
2, wherein the rear-end flange portion of said connecting
bracket is joined to the vertical wall portion of said cowl
panel at plural joint portions which are arranged next to each
other in the vehicle width direction at the same level, and
one or more protrusion portions are provided at the rear-end
flange portion such that the protrusion portion is located
between adjacent joint portions and protrudes upward from
said bending portion.

4. The front vehicle-body structure of a vehicle of claim
3, wherein said connecting bracket further comprises an
end-side flange portion which is joined, by spot welding, to
a top wall portion of a wheel apron provided at a side end
portion of the engine room and extending in a vehicle
longitudinal direction at plural joint portions which are
arranged next to each other in the vehicle longitudinal
direction.

5. The front vehicle-body structure of a vehicle of claim
1, wherein the rear-end flange portion of said connecting
bracket is joined to the vertical wall portion of said cowl
panel at plural joint portions which are arranged next to each
other in the vehicle width direction at the same level, and
one or more protrusion portions are provided at the rear-end
flange portion such that the protrusion portion is located
between adjacent joint portions and protrudes upward from
said bending portion.

6. The front vehicle-body structure of a vehicle of claim
5, wherein said connecting bracket further comprises an
end-side flange portion which is joined, by spot welding, to
a top wall portion of a wheel apron provided at a side end
portion of the engine room and extending in a vehicle
longitudinal direction at plural joint portions which are
arranged next to each other in the vehicle longitudinal
direction.



